
PGS-FL66-51ST111X1
CAT. 6 SF/UTP 26AWG, 250MHz, PVC



PGS-FL66-51ST111X1

PGS-FL66-51ST111X1  TYPE  CM  4PR  26AWG  PATCH  CABLE  75℃  (UL) E495789  P    ISO/IEC  11801  
SF/UTP  CAT.6  STRANDED      PT  pacTech     BATCH NO.   RoHS

CAT. 6 SF/UTP 26AWG, 250MHz, PVC

FREQUENCY ATT.
PR-PR NEXT

PS PROP. DELAY
RETURN LOSS PR-PR ELFEXT

PS

MHZ STRANDED NEXT DELAY NS SKEW NS ELFEXT

*1 3.8 74.3 72.3 538.5 45 20.0 67.8 64.8

*10 10.9 59.3 57.3 545.0 45 25.0 47.8 44.8

20 13.8 54.8 52.8 539.9 45 25.0 41.8 38.8

31.25 17.7 51.9 49.9 540.2 45 23.3 37.9 34.9

62.5 25.6 47.4 45.4 540.8 45 20.7 31.9 28.9

100 35.0 44.3 42.3 541.4 45 19.0 27.8 24.8

200 40.9 39.8 37.8 542.5 45 16.4 21.8 18.8

250 48.5 38.3 36.3 543.0 45 15.6 19.8 16.8


